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FLOW

FLOW

FLOW

REDUCING TEE

PLAN SIZE

WHEN USING COPPER PIPING - FEMALE ADAPTER TO BE USED IN TEE.

PLAN SIZE

PLAN SIZE

PLAN SIZE

PLAN SIZE

REDUCING TEE

PLAN SIZE

1" MINIMUM

PLAN SIZE

REDUCING TEE
1" MINIMUM

REDUCING TEE

THERMOMETER INSTALLATION W/PIPING 1  1/2 ’’ DIA. & SMALLER

REDUCING TEE

NONE
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THERMOMETER MOUNTING

 1/2 " NIPPLE, THREADOLET OR ELBOWLET MAY BE USED IN LIEU OF TEE ON BLACK STEEL PIPING.

CONCENTRIC

REDUCER

ECCENTRIC

REDUCER

LEFT OR RIGHT SIDE,

OR 90^ ANGLE STYLE,

AS REQUIRED

1. 

2.

3. TEST WELLS SHALL BE INSTALLED SIMILAR TO THERMOMETERS,  EXCEPT THEY WILL BE INSTALLED

VERTICALLY, OR AT A MINIMUM SLOPE OF 45^ FROM VERTICAL IN ORDER THAT THEY MAY BE FILLED.

4. DIAL THERMOMETERS,  REMOTE BULB THERMOMETERS & BULB TYPE TEMPERATURE CONTROLLERS

SHALL BE INSTALLED IN THE SAME MANNER.

5. THERMOMETERS SHALL BE INSTALLED IN THERMOWELLS.

STANDARD

MP5050  

THERMOMETER INSTALLATION W/PIPING 1  1/2 ’’ DIA. & LARGER

15J 4.DGN     OLD FILE NAME:

ADJUSTABLE ANGLE STYLE

ADJUSTABLE ANGLE 

STYLE

ADJUSTABLE ANGLE 

STYLE

ADJUSTABLE ANGLE 

STYLE

MINIMUM STEM LENGTH 3  1/2 ". STEM LENGTH IN LARGER PIPING SHALL BE SUCH THAT STEM SHALL

EXTEND INTO THE FLOW PATH.

EXTENSION NECK (LAGGING) SHALL BE USED ON ALL INSULATED PIPING.
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